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QIS POBIMAX 1K 2000 is a single 
component, thixotropic, bitumen 
polyurethane based liquid 
waterproofing material. 

It forms an elastic film layer by 
adhering strongly to the surface.
Suitable for vertical and horizontal 
applications.

Thixotropic formulation. 
Easy to apply (with brush or roller).
Jointless application provides complete isolation does not allow leakage.
Elastomeric hydrophobic structure.
High resistant to cold. The film maintains its elasticity down to -40°C.
It has a breathing structure. It does not create moisture under the layer.
Even if the QIS POBIMAX 1K 2000 is damaged in any way, the damaged 
part can be easily repaired in a short time.
Ideal for vertical applications, it does not flow down.
Not contains any toxic materials.

Terraces, roofs, balconies.
Wet areas undertiles, bathrooms, kitchens etc.
Gypsumboards, concrete panels.
Industrial areas.
Concrete structures.

Specifications

 

Before the application, the surface should be cleaned from substances 
that prevent adhesion such as dust, oil, paint, curing.
The moisture on the surface should not be over 5%. 
Concrete must have been applied at least 28 days ago. 
Before the application, the surface must not be watered and the surface 
must be dry.
QIS POBIMAX 1K 1000 is poured onto the surface and applied with a 
roller.
The second layer is applied within 6-24 hours.

How to use?

Where to use?

Technical Data

QIS POBIMAX 1K 1000

One component bitum Polyurethane

1.05 -1,10 gr/cm³

Data Type

Semi-matt

Material

35

Volume ASTM D 1475 /EN 
ISO 2811-1 (+20 °C)

Luminosity

~2 N / mm²

+5°C / +35°C

-40°C / +90°C

4-5 hours

12-24 hours

25 kg metal cans.
It should be stored;
    -in the original package,
    -ventilated environment at +5°C / +25°C,
    -in dry and protected environments,
    -protected from sun, rain and frost.
Shelf life is 9 months from the date of manufacture.
The material should be used in short time when the cans open

How to Pack?

7 days

Delivery

ROAD FREIGHT
AVAILABLE

SEA FREIGHT
AVAILABLE

WORLDWIDE
DELIVERY

ONLINE
ORDER

15.000 - 20.000 cp

Application temperature

Heat resistance

Tack free drying

Re-layering

Final drying

Adhesion

Hardness (Shore A)

QIS POBİMAX 1K 1000

Viscocity ASTM D 2196-86 /
EN ISO 3219 (+25 °C)


