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One component, polyurethane 
based, UV protected,high quality, 
white colour,liquid waterproofing
membrane.

UV Protected.
It is easy to apply. One component.
Keeps its elacticity against low temperatures.(-30 °C / +90°C)
Excellent adhesion on tough surfaces.
Keeps exhalation and inhalation.
High capacity to fix the cracks.
Keeps exhalation and inhalation.
Water resistant.
Durable against exterior chemicals.
Not contains any toxic materials.

Terraces, roofs, balconies.
Wet areas undertiles, bathrooms, kitchens etc.
Metal surfaces.
Industrial areas.
Concrete structures.

Specifications

 

Before the application, the surface should be cleaned from substances 
that prevent adhesion such as dust, oil, paint, curing.
The moisture on the surface should not be over 4%. 
Concrete must have been applied at least 28 days ago. 
Before the application, the surface must not be watered and the surface 
must be dry.
QIS POLIMAX UV 600 is poured onto the surface and applied with a 
roller.
The second layer is applied within 6-24 hours. The material is applied 
without synthetic mesh.
Mesh can be used on the edges and corners. 
If mesh is used material is applied to the surface first. The mesh is 
placed into the material by pressing, and then the application is 
completed by applying the material on it again.

How to use?

Where to use?

Technical Data

QIS POLIMAX UV 600

Polyurethane

1.35 kg/lt

Data Type

+42°C

Material

~60

Specific gravity

55 N / mm²

Viscosity:

> 400%

Flash point

~2 N / mm²

+5°C / +35°C

<85%

-40°C / +90°C

4-6 hours

12 hours

5-6 days

25 kg metal cans.
It should be stored;
    -in the original package,
    -ventilated environment at +5°C / +25°C,
    -in dry and protected environments,
    -protected from sun, rain and frost.
Shelf life is 1 year from the date of manufacture.
The material should be kept away from fire.

How to Pack?

Delivery

ROAD FREIGHT
AVAILABLE

SEA FREIGHT
AVAILABLE

WORLDWIDE
DELIVERY

ONLINE
ORDER

4000-6000 cP

Elongation

Application temperature

Application humidity

Heat resistance

Tack free drying

Opening to light traffic

Final drying

White, GrayColor 

Adhesion

Tensile Strenght

Hardness (Shore A)

QIS POLIMAX UV 600


